HSE

0.70

4.90+0.25

0.90

1.90+0.25

2.00+0.25

0.15

1.20+0.25

| 1.30+0.20

NS

0.40

1.50

1.30£0.25
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SEC:B-B

SPECIFICATIONS
* Voltage rating: 125V AC.DC

* Current rating: 2A, AC, DC

e Withstanding Voltage: 800V AC/minute
* Insulation resistance:1000MQ min

* Temperature range: —40°C-+105°C

* Contact resistance: 20mQ max

* Compliant with RoHs and REACH

TERMINAL

* Part NO: AT2004T-XP

* Applicable wire: AWGH24-#28

* Material: Phosphor Bronze

* Finish: Tin Plated or Gold

* Used in AH2004 series Housing

Ordering information & Specifications:

Part NO.

Wire Range

Insulation O.D.

Material

Finish Qty/reel

AT2004T-TP

AWG#24-#28

1.40mm(max) | Phosphor Bronze

Tin over Nickel | 10,000 PCS

AT2004T-GP

AWGH#H24-#28

1.40mm(max) | Phosphor Bronze

Gold over Nickel | 10,000 PCS

X. +£0.35

Unless Otherwise specified tolerance
X. XX:40. 20
X. X:£0.25 X.XXX:=+0.15
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