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* Current rating: 1A AC.DC

* Voltage rating: 200V AC.DC

» Withstanding Voltage: 1000V AC/minute
* Insulation resistance:500MQ Min

» Temperature range: —-40°C-+105°C

e Compliant with RoHs and REACH

HOUSING

e Part NO. :BH2011A-XP

* Material: Nylon 66, UL94v-0

* Suitable BT2011T-A series Terminal
* Color:White

=5 == == == Ordering Information & Dimensions:
PART NO. Dimensions
2.0010.10 A B
‘ BH2011A-2P 2.00 4.40
Ax0.20 BH2011A-3P 4.00 6.40
BH2011A-4P 6.00 8.40
BH2011A-5P 8.00 10.40
B0.25 2 8440.20 BH2011A-6P 10.00 | 12.40
BH2011A-7P 12.00 14.40
BH2011A-8P 14.00 16.40
BH2011A-9P 16.00 18.40
BH2011A-10P 18.00 20.40
8 BH2011A-11P | 20.00 | 22.40
f BH2011A-12P | 22.00 24.40
S BH2011A-13P | 24.00 | 26.40
= BH2011A-14P | 26.00 28.40
BH2011A-15P 28.00 30.40
BH2011A-16P 30.00 32.40
Unit: mm
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